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The wattcp.cfg Network 
Configuration File

6JG�YCVVER�EHI�EQPHKIWTCVKQP�HKNG�EQPVCKPU�VJG�6%2�+2�PGVYQTMKPI�
EQPHKIWTCVKQP�FGVCKNU�HQT�0QTVQP�)JQUV�HQT�0GV9CTG�TWPPKPI�KP�&15��

6JG�YCVVER�HKNG�
n URGEKHKGU�VJG�+2�CFFTGUU�QH�VJG�OCEJKPG
n URGEKHKGU�VJG�UWDPGV�OCUM
n CNNQYU�VJG�UGVVKPI�QH�QVJGT�QRVKQPCN�PGVYQTM�RCTCOGVGTU
n UJQWNF�DG�NQECVGF�KP�VJG�UCOG�FKTGEVQT[�YJGTG�IJQUV�PY�GZG�KU�UVCTVGF�

WPNGUU�QVJGTYKUG�EQPHKIWTGF�

6JG�MG[�YQTFU�CXCKNCDNG�KP�VJG�YCVVER�EHI�EQPHKIWTCVKQP�HKNG�CTG�

IP

URGEKHKGU�VJG�+2�CFFTGUU�QH�VJG�NQECN�OCEJKPG��'CEJ�OCEJKPG�OWUV�JCXG�C�WPKSWG�
+2�CFFTGUU��0QTVQP�)JQUV�HQT�0GV9CTG�UWRRQTVU�VJG�WUG�QH�&*%2�CPF�
$1162�UGTXGTU�CPF�FGHCWNVU�VQ�WUKPI�VJGO�YJGP�VJG�+2�CFFTGUU�KU�NGHV�DNCPM�QT�
KU�KPXCNKF��&*%2�CPF�$1162�RTQXKFG�CWVQOCVKE�CUUKIPOGPV�QH�+2�CFFTGUUGU�
VQ�OCEJKPGU��6JKU�CNNQYU�KFGPVKECN�DQQV�FKUMU�VQ�DG�WUGF�QP�OCEJKPGU�YKVJ�
UKOKNCT�PGVYQTM�ECTFU�

Netmask

URGEKHKGU�VJG�PGVYQTM�+2�UWDPGV�OCUM�



Gateway (optional)

5RGEKHKGU�VJG�+2�CFFTGUU�QH�VJG�)CVGYC[��6JKU�QRVKQP�KU�TGSWKTGF�YJGP�TQWVGTU�
CTG�RTGUGPV�QP�VJG�PGVYQTM�CPF�YJGP�RCTVKEKRCVKPI�2% U�CTG�NQECVGF�QP�
FKHHGTGPV�UWDPGVU�

Receive_Mode (optional)

1XGTTKFGU�VJG�CWVQOCVKECNN[�EQPHKIWTGF�RCEMGV�FTKXGT�OQFG�WUGF�D[�0QTVQP�
)JQUV�HQT�0GV9CTG��6JG�OQFGU��KP�QTFGT�QH�RTGHGTGPEG�CTG�������CPF����

Notes:

%QOOGPVU�KP�VJG�HKNG�UVCTV�YKVJ�C��

1RVKQPU�CTG�UGV�WUKPI�VJG�HQTOCV��QRVKQP���XCNWG

'ZCORNG��

receive_mode=5;set receive mode

Editing wattcp.cfg

;QW�ECP�GFKV�[QWT�YCVV�EHI�HKNG�YKVJ�'FKV�QT�CPF�VGZV�GFKV�RTQITCO��$G�UWTG�VQ�
UCXG�KV�KU�VGZV�QPN[�

Sample wattcp.cfg file

*GTG�KU�C�V[RKECN�YCVVER�EHI�HKNG��+P�CEVWTN�WUG�VJG�EJCTCEVGTU�CTG�PWODGTU�

IP=nnn.nnn.nnn.nnn

NETMASK=255.255.255.000

GATEWAY=nnn.nnn.nnn.nnn
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	The wattcp.cfg Network Configuration File
	n specifies the IP address of the machine
	n specifies the subnet mask
	n allows the setting of other optional network parameters
	n should be located in the same directory where ghost4nw.exe is started unless otherwise configured.
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