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I. Installation





1. Setup Network Assistant for Novell Netware





1.1 Make sure you are using the most current version of Netware client VLM or DOS/WIN 32bit client. If using Windows 95 or NT, then use MS client for Netware. Also verify that you use recent NW*.DLL files. Go at http://ourworld.compuserve.com/homepages/dinosoft for updates or www.novell.com.





1.2 Use the SETUP program to copy files. Three DLLs (NA0000.DLL, NA0001.DLL and NA0002.DLL) are copied to your Windows directory.





1.3 Setup your workstation so that your are logged to at least one Netware server, prior to running NETASST.EXE.














�
II. Novell Netware versions





Note: Network Assistant v3.09 only support versions 3.11 and 3.12 of Novell Netware servers. To manager Netware 2.x servers, use the Network Assistant v2.3c. Network Assistant version 3.09 can manage Netware 4.x through the bindery context but this approach is not supported.








III. Windows platforms





Network Assistant is offered  in both 16bit only.





Use the 16bit version on:


Windows 3.1 with Netware Novell’s VLM client


Windows for Workgroup with Novell’s VLM client


Windows for Workgroup with Novell’s DOS/WIN 32bit client


Windows 95 with MS’s Services for Netware


Windows NT 3.51 Workstation with MS’s Services for Netware (service pack #5)


Windows NT 4.0 Workstation with MS’s Services for Netware (service pack #3)


* Each of these platforms requires the presence of NWCALLS.DLL in the Windows directory.














IV. Optional Modules





Introduced in version 3.0 are two new modules as an enhencement to this already performant software. Those modules are sold only to owners of Network Assistant and are not part of the upgrade from 2.3c to 3.0. To disable them, use DLLs from DISABLE.ZIP file.





First, the trustee manager is a simple yet powerfull utility to manage trustees on your servers. Use it to quickly view what are the trustees assigned to each directory and easily modify your security.





Then, the salvage/purge utility is also a simply tool that allows anyone, even end users, to recover deleted files. It is so easy to use that even end users will understand how it works without your assistance.





Both modules come as integrated version into Network Assistant and as standalone version. The license applies to both format.











V. Considerations and Limitations





Network Assistant version 3.0 is designed with VGA resolution in mind, so it will work everywhere, even on portables. A great benefit for network consultants on the road. Yet the design has been made for viewing confort even at higher resolution. A 800*600 version will also be available on my web site.





Opposed to version 2.3c, version 3.0 is better designed to work with Windows 95 and NT. But it is your responsability to correctly manage your network connections when switching from one Netware aware application to another.








VI. Troubleshooting





With DOS/WIN 32bit client, use MAP INS S# instead of MAP S#. If you don’t use INS, every time you log in, your path shortens. This would eventually remove C:\WINDOWS from your path and cause all kind of problems.





For a workgroup manager, when using Trustee Manager, creating successfully a new directory doesn’t mean that it can be seen. The workgroup manager must have sufficient rights to manage the directory structure.





If disabled lines don’t show up in light gray, it is caused by your VGA driver. Try using 256 color or more recent driver. This problem shows up with Microsoft standard VGA and a Trident card.





Before creating new users, verify that you have a default home directory path, by check this option in the supervisor utilities windows.





With a fresh Windows NT installation, you need to set a default Netware server before using Network Assistant. Use the Netware icon in the control pannel.





Allways use current version of CTL3D.DLL and CTL3DV2.DLL. There are available at our web site.





The intruder lockout panel has been fixed in v3.04.





Support for Workgroup Manager has been fixed in v3.05 and finally in v3.06. 





In v3.09, the lockout panel has been fixed for workgroup managers. Station restriction has also been fixed.





VII. Special note





It is official, I am closing my company but will continue to maintain and provide support for Network Assistant. For now, the web site will remain open.


